
 

      
 
            

                       PROCESS  OPACITY ANALIZER 

                            specific for colored-transparent liquids 
                                                APE 650 
 

 
 

  
 
 

 
 
 
 
 
 
 
 

 
 
 
 
       
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

                      Instrumentation for industrial process and water plant 

       AP.E - Engineering 

        OUR 
PRODUCTS 

 
MEASURE 

Flow 
Level 

Pressure 
Temperature 

Density 
Displacement 

Rotation 
Energy 
Voltage 
Current 

and others… 

ANALYZERS 
Measure and Control 

PH 
Redox 

Conductivity 
Chlorine 
Turbidity 
Opacity 
Oxygen 

and others… 
 

AUTOMATIC 
VALVES 

SLUICE GATE 
GATE VALVES 
Control  and 
on-off Type 

            - 
VALVE 

CONTROLLER 
Static (Triac) 

with Auto/Man 
 
AUTOMATIONS 

PLC-PCS 
Data-logger 
Controller 

Control 
panel 

 
SOFTWARE 

ISI-S.C.A.D.A 

CUSTOMIZED 
ENGINEERING 

 
Instrumentation 

control 
 
 

Technical Service Ph.: +39049880322(r.a.)    -     E-Mail: info@ape-engineering.it     -     Web: ape-engineering.it 

APE650/C 
FILED VERSION 

 

APE650/Q 
RACK VERSION 

APE660 
OPACITY CELL 

TECHNICAL DATA 
ANALIZER :  MODEL APE650 
Version : industrial HI-TECH  
Mounting : field or front panel        
Casing : in plastic material (field version) ;  aluminium rack size (control panel version) 
Keyboard : 16 keys, antidust, multicolor with access keyword 
Visualization : alphanumeric, programmable on LCD (2 rows x 16 characters)  
Lenguages : Italian / English 
Input signal : from opacitry cell APE660 
Output signal      : 4 ÷ 20 mA galvanically insulated active (2 wire 10 ÷ 30 Vdc) 

   4 ÷ 20 mA galvanically insulated passive ( 2 wire 10 ÷ 30 Vdc) 
Accuracy : ±1 % F.S. 
Digital outputs : Nr 6 relè. contact (n.4 50 Vac/dc – n.2 250Vac 5 A) programmable from keyboard       

   as alarm thresholds and self-cleaning cycles 
Range : see torbidity cell 
Auto-test : with failure alarm on LCD 
Connections : by terminal block 
Mec. Protection : IP65 (field) ; IP55 (rack) (CEI EN 60529) 
Ambient condition : -10 ÷ 50 °C  Umidity : 4 ÷ 95 % non - condensing 
Power supply : std 230/115 Vac ± 10 % (3W) ; others on request 
Dimensions     : W240  H110  D200 mm (field version)  ;  W213  H128  D200 mm (panel version) 
Quality Parameters        : MTBF   : 100.000 hours 

                                         Burn-in : 120 hours 
 

Optionals    : PID Regulator with output 4 ÷ 20 mA 
                                       : Nr2 digital outputs with N.O. contact (5A-110Vac/dc)for self-cleaning; 
                                       : serial output RS232 OR RS485 
 

FLOW CELL for the OPACITY MEASUREMENT mod. APE660 
Measurement system : ad absortion 
Measure range : mod. APE660 0,0 ÷ 100,0% Accuracy 0,5% f.s. (wet optic) 
Protection : IP65 (CEI EN 60529) 
Cell body :  no toxic PVC 
Auto cleaning : prepared 
Power supply : low voltage, from the analizer APE650 
Water consuption  : constant flow 2 l/min 
Ambient condition : temp. -10 ÷ 50 °C  Umidity : 100% 
Quality Parameters         : MTBF    : 100.000 hours 

                                          Burn-in  : 120 hours 
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